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A huge, 4-port hypoxic workstation

The Whitley H95 Hypoxystation has been designed specifically for researchers requiring the ability to accurately control O , CO , temperature and
humidity. It allows the user to control O , in 0.1% increments from 0.1% up to 20%; control CO , in 0.1% increments from 0.1% to 15%; carry out
straightforward calibration of the oxygen sensor; control temperature between 5°C above ambient and 45°C; and to control relative humidity at
80% RH or higher.

The H95 has a chamber capacity of 600 litres and an airlock capacity of 36 litres. The airlock is fitted with an automatic internal door and provides
an easy and rapid method for the transfer of up to 133 x 96 well plates or 252 x T25 culture flasks from the laboratory to the workstation. The
airlock cycle takes only 5 minutes.

The H95 is now available as an H95 HEPA Hypoxystation, fitted with the unique Whitley Internal HEPA Filtration System. All the atmosphere passes
through the filter hundreds of times an hour, which ensures the chamber environment is cleaned quickly.

If you need to aspirate biological liquid waste from inside the chamber, order with a Vacuum Take-off Port and the Whitley AsPROvac for the
perfect package.
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Fully integrated gas mixing.

Colour touchscreen interface allows easy monitoring of all parameters simultaneously.

Ethernet enabled for remote access to touchscreen.

Multifunctional porthole system - 2 pairs of ports so can be used by 2 users at the same time.

Each port acts as a mini airlock to transfer small items of lab ware.

Available with Automatic Sleeve Gassing System.

Patented oval glove ports to allow bare handed or gloved operation and maximum comfort in use.

Automated de-humidification as standard.

Available with the Whitley HEPA Filtration System.

A wide range of options and accessories to tailor the system to your particular working conditions.
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Specifications

Capacity (litres) 600.00

Airlock Size (litres) 36.00

Porthole System Manual

Gas Supplies CO2/Air/N2

Footswitch Wireless

Auto Sleeve Gassing Available

Internal Mains Sockets Available

Single Sample Entry Available

Refrigeration Unavailable

Data Logging Available

Airlock Cycle Time (seconds) 60, 120, 180, 240 or 300

Extra Cable Glands Available

Microscope Contact Us

Automatic Dehumidifier Included

Trolley Available Available

CO2 Monitoring Included

Vacuum Take Off Available

Temperature Range 5°C above ambient up to 45°C

Touchscreen Control Yes

Remote Access Included

HEPA Available

Dimensions (W/D/H mm) 2415 / 760 / 840

Weight (lbs/kgs) 456 / 207

6/19/26, 10:19 AM Whitley H95 Hypoxic Isolator

https://www.dwscientific.com/whitley-hypoxic-workstations/whitley-h95-hypoxystation 2/2


